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Summary
This study aims to determine which single-number quantities (SNQs) of heavyweight impact sounds are the most
appropriate for explaining subjective response. Two hundred and eleven participants participated in the listening
experiment in Korea (Experiment I) to assess heavyweight impact sounds generated by a rubber ball and an
adult jumping in heavyweight and lightweight buildings. A small-scale listening test (Experiment II) was then
performed in the UK to validate Experiment I with 43 European participants. For all the sounds with diﬀerent
sound sources and building types,L
iA,Fmax
was the best SNQ although other predictors also showed relatively high
correlation coeﬃcients with annoyance ratings. Experiment II conﬁrmed the ﬁndings of Experiment I, implying
that L
iA,Fmax
is the most eﬀective SNQ across ethnicity.
© 2018 The Author(s). Published by S. Hirzel Verlag · EAA. This is an open access article under the terms of the
Creative Commons Attribution (CCBY4.0) license (https://creativecommons.org/licenses/by/4.0/).
1. Introduction
A number of studies have dealt with the relationship be-
tween single-number quantities (SNQs) and the subjec-
tive ratings for lightweight impact sounds generated by
tapping machines and human walking [1, 2, 3]. Based on
their eﬀorts, the SNQs for lightweight impact sounds have
been widely developed [3, 4, 5] beyond an international
standard [6]. Compared to the lightweight impact sounds,
only a limited number of studies have examined heavy-
weight impact sounds produced by standard and real im-
pact sources. Japan and Korea have used several SNQs of
the heavyweight impact sounds using a reference curve
[7, 8]. However, recent studies [8, 9] pointed out that the
use of a reference curve is not superior to other conven-
tional quantities for explaining people’s reaction to heavy-
weight impact sounds.
The main purpose of this study is to examine SNQs for
assessing heavyweight impact sounds in heavyweight and
lightweight buildings. The ﬁrst laboratory experiment was
conducted with a large number of Korean participants to
investigate the relationship between SNQs and noise an-
noyance. European participants were then invited to the
second experiment to validate the results of the ﬁrst exper-
iment.
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2. Methods
2.1. Stimuli
The sound stimuli were recordings of ﬂoor impact sounds
in heavyweight and lightweight buildings using a head
and torso simulator (Brüel & Kjær Type 4100). All the
recordings were conducted at night to secure a low, back-
ground noise level (< 35 dBA) and reverberation time of
the room was also controlled using panel absorbers to have
0.5 s at 1 kHz. The ﬂoor impact sounds were generated
using standard and real impact sources. For heavyweight
buildings, a heavy/soft impact source (hereinafter ‘rubber
ball’) was used [9]. The sound of an adult jumping on
the ﬂoor (hereinafter ‘jumping’) was used along with rub-
ber ball for lightweight buildings. Among the recordings,
16 and 30 sound stimuli were chosen for heavyweight
and lightweight buildings, respectively. The sound pres-
sure levels of the stimuli in Korea (hereinafter ‘Experi-
ment I’) randomly ranged from 25 dB to 70 dB in terms
of L
iA,Fmax
(A-weighted maximum impact sound level).
In the experiment conducted in the UK (hereinafter ‘Ex-
periment II’), the range of the sound pressure level was
quite similar to that of Experiment I, but was adjusted in
5 dB steps for heavyweight buildings and 10 dB steps for
lightweight buildings. For both experiments, the duration
of the stimuli, which consisted of four repeated sounds
with an inter-stimulus interval of 2 s, was about 10 s. Each
stimulus was presented with an interval of 10 s.
© 2018 The Author(s). Published by S. Hirzel Verlag · EAA.
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2.2. Procedure
In Experiment I, the participants were recruited separately
for two sessions (heavyweight and lightweight buildings)
in order to minimise the eﬀect of fatigue on subjective
ratings. One hundred and one participants took part in
the session for heavyweight buildings, while 110 partic-
ipants attended the session for lightweight buildings. Ex-
periment II was conducted with 43 adults (60%British and
40% from other parts of Europe). A training session was
conducted before starting the sessions, in order to help the
participants become acquainted with the experiment. In
particular, the participants were instructed to imagine that
they were seating in the living room to minimise the per-
ceptual diﬀerence between the laboratory and real world.
During the main sessions, the stimuli were randomly pre-
sented to avoid order eﬀects. After each noise exposure,
the participants were asked to rate their annoyance using
a 7-point scale (0 = ‘Not at all’ to 6 = ‘Extremely’). Ex-
periment I was conducted in a soundproof room with low
background noise level and short reverberation time. The
sound stimuli were presented through two subwoofers and
ﬁve loudspeakers. The subwoofers were placed in front of
the participants and the loudspeakers were mounted 1.2m
above the ﬂoor to simulate noise from upstairs. Experi-
ment II was carried out in an anechoic chamber with a
loudspeaker and a subwoofer. The subwoofer was placed
on the ﬂoor behind the participants, while the loudspeaker
was placed 2m above the ﬂoor.
2.3. Single-number quantities (SNQs)
In this study, a total of seven SNQs were introduced.
The three SNQs in KS F 2863-2 were L
i,Fmax,Aw
(inverse
A-weighted impact sound pressure level), L
iA,Fmax
, and
L
iAvg,Fmax(63−500)
(arithmetic average of maximum sound
pressure level in octave bands from 63Hz to 500Hz). Also
L
i,Fmax,r
in JIS A 1419-2 was used in this study. Both
L
i,Fmax,Aw
and L
i,Fmax,r
are computed by comparing each
sound pressure level from 63 to 500Hz with the inverse A-
weighting contour. In addition, Zwicker’s Loudness Level
(LL
Z
),N
max
(maximum loudness), andN
5
(loudness ex-
ceeded in 5% of loudness) were also considered.
3. Results
3.1. Experiment I
Figure 1 shows the mean annoyance ratings for heavy-
weight impact sounds as functions of L
iA,Fmax
. Simple
linear regressions were plotted to describe the relation-
ship between annoyance ratings and sound pressure level.
As expected, the noise annoyance ratings increased with
increasing noise level for all noise sources and building
types. The mean annoyance ratings were below ‘1’ on a
7-pt scale when L
iA,Fmax
was lower than 30 dB because
the ﬂoor impact noise is rarely noticeable at very low
noise level [10]. For the rubber ball sounds, the general
behaviour in heavyweight buildings was similar to that
in lightweight buildings. However, when compared with
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Figure 1. Relationships between mean annoyance ratings and
L
iA,Fmax
for Experiment I; (a) rubber ball in heavyweight build-
ing, (b) rubber ball in lightweight building, and (c) jumping in
lightweight building. The solid line in each panel indicates linear
regression of the data points shown.
jumping, the regression line for the rubber ball sounds
in lightweight buildings was almost identical to that for
jumping. These results indicate that the contribution of
sound pressure level to noise annoyance is more dominant
than those of source and buildings type. The correlation
coeﬃcients between annoyance ratings and SNQs were
calculated and listed in Table Ia. All the SNQs showed
considerably high correlation coeﬃcients above 0.9 across
diﬀerent sources and building types. In particular, sound
energy based SNQs showed higher coeﬃcients than loud-
ness based SNQs.
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Figure 2. Relationships between mean annoyance ratings and
L
iA,Fmax
for Experiment II; (a) rubber ball in heavyweight build-
ing, (b) rubber ball in lightweight building, and (c) jumping in
lightweight building. The solid line in each panel indicates lin-
ear regression of the data points shown. The error bars indicate
standard errors.
3.2. Experiment II
Similar to the Experiment I, the mean annoyance ratings
increased along with L
iA,Fmax
(Figure 2). For lightweight
buildings, the annoyance ratings of the rubber ball and
jumping were similar, and the diﬀerences between them
were not statistically signiﬁcant. It was also found that the
annoyance ratings of rubber ball sounds in heavyweight
and lightweight buildings were not signiﬁcantly diﬀerent.
The similarity in annoyance ratings for diﬀerent building
Table I. Correlation coeﬃcients between single-number quan-
tities and annoyance ratings. p < 0.01 for all values. Rub_H:
Rubber ball, Heavyweight building, Rub_L: Rubber ball,
Lightweight building, Jump_L: Jumping, Lightweight building.
Rub_H Rub_L Jump_L
a) Experiment I
L
i,Fmax,Aw
.949 .939 .845
L
i,Fmax,r
.929 .924 .834
L
iA,Fmax
.953 .939 .848
L
iAvg,Fmax(63−500)
.963 .950 .849
LL
Z
.947 .930 .905
N
max
.881 .858 .868
N
5
.887 .856 .859
b) Experiment II
L
i,Fmax,Aw
.983 .974 .989
L
i,Fmax,r
.976 .972 .973
L
iA,Fmax
.986 .990 .992
L
iAvg,Fmax(63−500)
.974 .965 .991
LL
Z
.974 .987 .988
N
max
.865 .931 .937
N
5
.856 .927 .939
types might be because the sound stimuli showed sim-
ilar spectral characteristics. The correlation coeﬃcients
between annoyance ratings and SNQs for Experiment II
(Table Ib) conﬁrmed the results of Experiment I. All the
SNQs showed very high correlation coeﬃcients with an-
noyance ratings across diﬀerent sound stimuli. The corre-
lation coeﬃcients were consistent across diﬀerent types of
sound stimuli. L
iA,Fmax
showed the highest correlation co-
eﬃcients for three sound stimuli, while the coeﬃcients of
N
max
orN
5
were the lowest.
4. Discussion
The results of this study are consistent with the ﬁnd-
ings of previous studies [11, 12], in which there were
high correlation coeﬃcients between the SNQs and sub-
jective responses. Lee et al. [12] used nine rubber ball
impact sounds recorded in heavyweight buildings with
constant noise levels of 50 dB (L
i,Fmax,Aw
). High correla-
tion coeﬃcients above 0.88 were consistently found across
sound stimuli with diﬀerent spectral characteristics. LL
Z
showed the highest correlation coeﬃcients, followed by
L
iA,Fmax
and N
max
. Ryu et al. [11] conducted two sep-
arate experiments with rubber ball impact sounds from
wooden structures. In the ﬁrst experiment with a nar-
row sound level range between 45 and 65 dB (L
iA,Fmax
),
N
5
showed the highest correlation coeﬃcient, while the
other SNQs showed similar coeﬃcients. In the next exper-
iment, spectral adjustments were made for all frequency
bands when the sound pressure levels were ﬁxed at 55 and
65 dB. For the sound stimuli at 55 dB, L
iAvg,Fmax(63−500)
showed much higher correlation coeﬃcients than the other
SNQs based on the reference curve. This is mainly be-
cause sound energy at 63Hz and higher octave bands
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without A-weighting were considered in the calculation
of L
iAvg,Fmax(63−500)
. However, the correlation coeﬃcients
were quite similar for the sound stimuli at 65 dB, although
the highest correlation coeﬃcient was shown by L
iA,Fmax
.
The previous studies evaluated the appropriateness of the
SNQs mainly in terms of the correlation coeﬃcient; how-
ever, it was not reported if there were statistically sig-
niﬁcant diﬀerences between the correlation coeﬃcients.
On the other hand, the present study tested the signiﬁ-
cance of diﬀerences between coeﬃcients using Fisher’s
r-to-z transformation [13]. In both Experiment I and Ex-
periment II, the sound energy based SNQs showed signif-
icantly higher correlation coeﬃcients than loudness based
SNQs, except for LL
Z
with rubber ball sounds (p < 0.05
for all). In Experiment II, the correlation coeﬃcients of
L
iA,Fmax
were signiﬁcantly higher than those of others for
the impact ball sounds (p < 0.05 for all). These results
imply that sound energy based SNQs are better than loud-
ness based SNQs for explaining the participants’ experi-
ences. In particular, L
iA,Fmax
might have advantages as an
SNQ because it does not require frequency analysis or the
use of a reference curve. Therefore, L
iA,Fmax
can be rec-
ommended as a practical SNQ on the basis of its ease of
measurement and calculation process.
5. Conclusion
This study investigated the relationship between single-
number quantities (SNQs) of heavyweight impact sounds
and noise annoyance. A total of seven diﬀerent SNQs
were calculated for standard and real impact sources in
heavyweight and lightweight buildings. The results of
the large-scale listening test with 211 Korean participants
showed signiﬁcant correlations between the SNQs and
annoyance across diﬀerent impact sources and building
types. Most SNQs showed relatively similar correlation
coeﬃcients with subjective ratings. Therefore, among the
SNQs, L
iA,Fmax
was chosen as the most appropriate one
due to practical reasons. Similar results were found in an
additional small-scale listening test with 43 Europeans,
which showed high correlation coeﬃcients between the
SNQs and subjective ratings. The ﬁndings of this study
may contribute to the development of an international stan-
dard on the objective rating of heavyweight sound insula-
tion.
Supplementary material
The ﬁle
‘v105n01_jeong_park_lee_supplementary_ﬁles.zip’,
containing supplementary material can be downloaded via
http://aaua-material.com/t_HF7755
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